THE TOP 12 INCHES OF THE 1” X 40" ANCHOR
BOLTS SHALL BE HOT DIP GALVANIZED. ANCHOR TOP VIEW
BOLTS 'SHALL BE THREADED A MINIMUM OF SIX
INCHES WITH UNC 8 THREAD. TWO, ONE INCH
UNC 8 GALVANIZED HEX NUTS MEASURING 1-5/8"
ACROSS THE FLATS, AND TWOQ GALVANIZED

PLATED HOT DIPPED STEEL FLAT WASHERS
{MINIMUM 2-1/2" OUTER DIAMETER AND 3/16”
THICK) SHALL 'BE PROVIDED FOR EACH ANCHOR
BOLT.

BOLY CIRCLE DIAMETER AS SPECIFIED

CONDUIT:

MIN. 1-1/2" DIA. (Type li Heavy wall
Rigid PVC Schedule 40 Conduit)
Or approved equol.

XX " SETBACK TO BE
DETERMINED BY
THE ENGINEER

4’0" 50, —
WITH EXPANSION JOINT

30 % BEND

/BACK OF CURB

T FACE OF CURB

GROUND ROD TO BE INSTALLED
AS SHOWN OR AS DIRECTED BY SIDE VIEW
THE ENGINEER (5/8” DIAMETER).

BELL END OR BUSHING

4" TO 4 1/2” THREAD EXPOSURE

APPLY SPRAY GREASE TO THREADED 1" 10 27 SIDEWALK OR CONCRETE AREA

SURFACES. \{ I THERE IS EXISTING CONCRETE,
REMOVE FULL PANEL FOR

. / FOUNDATION INSTALLATION,
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| hereby certify that this plan was prepaored
by me or under my direct supervision and that
b am o duly Begistere rofessiong¥ Engineer

undertefels of i ategp of Mihnegota.
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Brlan P. Vitek
Dote %g zz Lo0d Reg. No. 40444
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